Mounting Hardware & Diagram Key

Title:

M-Series Overhead Cigarette Rack
Suspended Ceiling Installation Diagram

ONE UNIT

No. Description Quantity Req'd
1 |3/8" x 3" Hex Head Bolt 4 per unit
2 |n/a
3 |3/8" Washer 4 per unit
4 13/8" Rubber Flat Washer 4 per unit
5 [1" O.D. Aluminum Square Tube 4
6 |3/8" Threaded Rod Coupling 4
7 |12 Gauge Strut Channel 2 ea x Dimension "A"
8 |Truss/Ceiling Joist
9 |Roof
10 [M40A Overhead Cigarette Rack
11 [3/8" Threaded rod 4 ea x Dimension "B"
12 |3/8" Hex Nut 4
13 [3/8" Washer 4
14 |3/8" Lock Washer 4
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This installation diagram is for illustration
purposes only. Actual installation
applications may vary.




Mounting Hardware & Diagram Key

Title:

M-Series Overhead Cigarette Rack
Suspended Ceiling Installation Diagram

No. Description Quantity Req'd
1 |3/8" x 3" Hex Head Bolt 4 per unit
2 |[3/8" Hex Nut 4 per unit
3 |3/8" Washer 8 per unit
4 13/8" Rubber Flat Washer 4 per unit
5 [1" O.D. Aluminum Square Tube 4
6 |12 Gauge Strut Channel 2ea@ 51"long
7 |12 Gauge Strut Channel 2 ea x Dimension "A"
8 |Truss/Ceiling Joist
9 |Roof
10 [M40A Overhead Cigarette Rack
11 [3/8" Threaded rod 4 ea x Dimension "B"
12 |3/8" Hex Nut 8
13 [3/8" Washer 8
14 |3/8" Lock Washer 8
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This installation diagram is for illustration
purposes only. Actual installation
applications may vary.




Mounting Hardware & Diagram Key

Title:

M-Series Overhead Cigarette Rack
Suspended Ceiling Installation Diagram

No. Description Quantity Req'd
1 |3/8" x 3" Hex Head Bolt 4 per unit
2 |[3/8" Hex Nut 4 per unit
3 |3/8" Washer 8 per unit
4 13/8" Rubber Flat Washer 4 per unit
5 [1" O.D. Aluminum Square Tube 4
6 |12 Gauge Strut Channel 2ea@ 76" long
7 |12 Gauge Strut Channel 2 ea x Dimension "A"
8 |Truss/Ceiling Joist
9 |Roof
10 [M40A Overhead Cigarette Rack
11 [3/8" Threaded rod 6 ea x Dimension "B"
12 |3/8" Hex Nut 12
13 [3/8" Washer 12
14 |3/8" Lock Washer 12
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This installation diagram is for illustration
purposes only. Actual installation
applications may vary.




